


     E0 standard
 •      These are panels constructed from glues that are low in formaldehyde, but
       they are often very expensive and remain difficult to obtain for industrial
       applications for the time being

UNITED STATES

     CARB 2 and EPA 
 •     MDF: less than or equal to 0.11ppm
 •     Thin MDF: less than or equal to 0.13ppm
 •     Chipboard: less than or equal to 0.09ppm
 

Who can request certification? 

The regulatory bodies are aiming to limit emissions at the source, so their initial 
presumption is that the raw panel must be compliant. Owing to further refinement 
with a top layer or edge banding, the emissions after processing will be even lower 
than the standard. 
This means that manufacturers can obtain a certificate and that the processors of 
those panels will automatically be in line (known as ‘compliance’). 
This is also the case for our manufacturing. We can never be certified ourselves, 
given that standardisation at the processor level does not exist. We do need to be 
able to demonstrate, however, that the manufacturer of our panels is certified.

What does Van Hoecke do? 

The panel material for the assembled TANDEMBOX and LEGRABOX is E1-compliant, 
so perfect for our home market but not suitable for export to America. Besides E1, 
our TA’OR BOX system is also CARB 2-compliant, 
so this wooden drawer is in prime position for export outside of Europa. 
But as mentioned above, we cannot present a certificate for this ourselves, as this is 
reserved for the panel manufacturers. 


